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YOUR REF. CONTACT PERSON OUR REF. BATIZOVCE  
 Martin Kráľ Kr-12-02-2020 12. 02. 2020 

SUBJECT: Summary of fire resistance tests and issued documents of system: Knauf 
Insulation Fire-teK . 

Name of the system: Fire-teK EI30  

Issued test reports: 

• FIRES-FR-005-16-AUNE 
• FIRES-FR-014-16-AUNE 
• FIRES-FR-041-16-AUNE 
• FIRES-FR-042-16-AUNE 
 
Issued classification report: 

                                                          • FIRES-CR-186-18-AUPE 

                                                           Systems based on Fire-teK WM 908 GGA , thickness 60 mm are classified as 

                                                           • E 60 (ho i ↔o) S; EI 60 (ho i ↔o) S; EI 45 (ve o → i) S; 

                                                             E 30 (ve ho i ↔o) S; EI 30 (ve ho i ↔o) S 

Name of the system: Fire-teK EI60  

Issued test reports: 

• FIRES-FR-213-15-AUNE 
• FIRES-FR-214-15-AUNE 
• FIRES-FR-252-15-AUNE 
• FIRES-FR-253-15-AUNE 
 
Issued classification report: 

                                                          • FIRES-CR-185-18-AUPE 

                                                           Systems based on Fire-teK WM 908 GGA , thickness 80 mm are classified as 

                                                          • E 60 (ve ho i ↔o) S; EI 60 (ve ho i ↔o) S; EI 120 (ho o → i) S 
                                                           

                                                          This letter do not replace classification reports. The results must be used with context 
                                                           with issued documents. 
                                                                                                                        
                                                                                                                       Elaborated by: 
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                                                                                                                       Technician of the testing laboratory 
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